
Features

Ÿ Swiss DHG digital ultrasonic 
generator

Ÿ 7 inch HMI control operation
Ÿ Automatically search frequency & 

60%~100% amplitude adjustment
 Constant (Relative and Absolute 

Position) welding mode 
Ÿ Time, Constant energy and Power 

welding mode
Ÿ Welding quality control
Ÿ Ultrasonic parameter data 

management, each data can be 
saved with USB flash drive

Ÿ  Nodal support booster made of 
hard Ti-Aluminum allow 

 Postpone start option
Ÿ Shake function 
Ÿ Periodic amplitude control and 

periodic welding pressure (option)

Features

Ÿ Chines/English touch 
    screen interface operation
Ÿ Track ultrasonic frequency 
    automatically 
Ÿ Constant Time, energy, and 

power welding mode
Ÿ Welding quality control 
Ÿ Welding data management/ 

storage
Ÿ Constant distance (Relative and 
    Absolute position) welding 

mode
Ÿ Nodal support booster made of 
    Ti-Aluminum alloy

BA DIGITAL ADVANCE

ULTRASONIC PLASTIC 

WELDING MACHINE

BSG PLASTIC WELDING MACHINE

Range

 Model Specification

  BA-2030DHG 20KHz - 3000W

 BA-2040DHG 20KHz - 4000W

 BA-2045DHG 20KHz - 4500W

 BA-3020DHG 30KHz - 2000W

Range

 Model Specification

 BSG-2012 20Khz-1200W

 BSG-2020 20KHz-2000W

 BSG-3512 35KHz-1200W

Range

Model Output 

BUFW-1528P 15 KHz, 2800W

BUFW-1528PL 15 KHZ, 2800W

AC BLOWER WELDING MACHINE

Technical Specification

Welding Surface             dia120mm (1528P) 120mm (1528PL) 

Length                             800mm (1528P) 1000mm (1528PL)

Weight 350 kg (approx) 

Dimensions (mm) L-2450 x W-1500 x H-1250

This machine is specially designed to weld the AC 
blower for split ac or other kind of blower. 

**Manually put the bottom piece and the fan pipes, 
press the START buttons, it will stroke down for 
welding and complete the welding process 
according to the set section quantity

**After completion of welding, the finished fan pipe 
will be lifted up automatically for manual taking out.

Features

Lifting mechanism: Provided with heavy duty linear guide 

rail, the clearance can be adjusted almost to 0, to move the 

cylinder down, oscillation by ultrasonic wave without 

deflection.

Descending speed: Provided with sensitive rotary knob for 

easy control of the piston for easy control of the piston 

descending speed.

Horizontal adjustment: Provided with ball vibration device, 

fine thread horizontal micro adjustment, horizontality can be 

precisely controlled.

Power Required: 3 Phase 400V, 16 Amp

Pneumatic Air Connection: 5-7Kg/cm square


